Slope treatment NOTES
stake location and Slope stake location
upper limit of 1. Slope freatment shall be consfructed simultaneously with the roadway
slope ftreatment excavation., Ordinarily hand frimming will not be required if
satisfactory results are obtained with mechanical equipment.
2. It is essential that the construction of cut and fill slopes and the
original application of slope freatment fit as naturally as possible into the
mgwgo existing landscape to provide an aesthetically ond geometrically
groun satisfactory completed roadway.
Lower |imit of 3. When the distance K is greater than the distance from the top of cut
TYPICAL SECTION slope treatment To fthe boftfom of difch, slope treatment shall begin af boftom of ditfch.
ASCENDING GROUND cor
slope LEGEND:
J Distance from slope stake to slope treatment stake,
- take | i measured on natural ground slope.
ope stake location
Slope freatment K Distance from slope stake to lower |imit of slope treatment,
stake ‘DCGT[OQFG”? measured down face of cut slope.
upper limit o
slope freatment H Difference in elevation between finished shoulder grade and slope stake.
D Difference in elevation between slope stake and slope ftreatment stake.
z Depth of slope treatment at slope stake as determined by a sfraight Iine
. L. between the midpoints of J and K.
O“Q‘QG‘ Lower |imit of
groun slope freatment S Horizontal distance per meter cut for the slope under consideration.
TYPICAL SECTION (For‘ a 133 s;opev s:?) P ‘ ‘
DESCENDING GROUND e
cuT Class A Class B
SLOPE J K J and K
1:4 2.1 m 1.5 m 1.5 m
133 2.1 m 1.5 m 1.5 m
132 2.1 m 2,75 m 1.5 m
~a 151,75 2.1 m 3.6 m 1.5 m
TREATMENT IN SHALLOW CUTS ~_ / ALL DIMENSIONS ARE IN MILLIMETERS
See Note 3 \\\ / UNLESS OTHERWISE NOTED
SLOPE TREATMENT
VALUES OF Z (meters)
For Class A Slope Treatment
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.25 133 1 slope treatment stake is lower fthan the slope stake
// o (descending ground); and negative when the slope treatment APPROVED FOR PUBLICATION
////rr( 156 S\OD‘ stake is higher than the slope stake (ascending ground).
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